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Fig33

Front

INSTALL CANISTER COVER PLATESTEP 4

CONNECT WIRE HARNESS ON TONNEAU COVERSTEP 5

Fig30 Fig31 Fig32

Front

Make sure holes are lined up

Plastic 
Caps

Plastic Rings

5mm Flat 
Head Screws

Front

Front

Fig34 Fig35 Fig36

Pull the connectors
NOT the cable

2

4.1 Place the canister cover plate        on top of the canister and make sure the mount holes line up with the mount points on the canister 
(Fig 30). 

Place (1) plastic ring       into each hole on the canister cover plate, then use (4) 5mm x 10mm flat head screws         to attach the canister 
cover plate to the canister. Press the plastic cap        into the plastic ring to cover the flat head screws (Fig 31). 

Check that the narrow seal strip is aligned covering the seam between the side rail and canister cover. A small amount of household silicone 
sealant may be used to connect the joints of the rubber trims for improved water resistance (Fig 32).
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5.1 All wire harness leads are labeled and have unique male/female connections. Connect the two large connectors on the ECU main 
harness      to the bottom of the ECU (Fig 33). Identify the smaller leads on the ECU main harness and connect each one to the 
corresponding lead on the tonneau cover/side rails (Fig 34-36). Use the fastening buckles        to organize the wire harness. The 
connector for the power harness will remain unplugged at this time.
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Fig37 Fig38 Fig39

Front

Fig41 Fig42

ROUTE THE POWER HARNESSSTEP 6

6.2 Remove the driver side plastic panel by twisting the plastic clips along the perimeter. Remove the square panel inside the front trunk 
to reveal the battery. Route the power harness up through the driver side wheel well and behind the front trunk tub until it reaches the 
battery. Remove the fuse from the fuse holder, do not connect the power harness to the battery at this time (Figs 43-45).

Route behind wheel well liner and into 
engine bay

Route the harness along the frame of 
the vehicle leading to the front of the 
engine bay

Fig43 Fig44

For 2022+ Ford F150 Lightning

6.1 The tonneau cover power harness         will be routed out through the hole near the top driver side of the bed (Fig 37). From there the 
harness will travel down the length of the vehicle frame, up into the engine bay, and to the vehicle battery on the passenger side. Using 
wire ties, secure the wire harness so it does not come into contact with moving parts or exhaust pipes. Keep the wire harness as high as 
possible along the frame to prevent damage while driving. Use wire ties to secure the wire harness along the frame. Leave about 1.5ft of 
the power harness loose in the bed (Figs 38-41). Remove the fuse from the fuse holder, do not connect power harness to the vehicle 
battery at this time (Fig 42).
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Fig40

Wire Harness

Route the plastic panel and route the
wiring harness along the perimeter Locate the battery at the center of the frunk



Fig45a Fig45b

INSTALL TONNEAU COVER ON TRUCK BEDSTEP 7
7.1 With assistance, carefully lift the tonneau cover assembly and place it on top of the truck bed. DO NOT slide the tonneau cover along
the bed as this will damage the foam seals (Fig 46). First, leave about 1ft at the front of the tonneau cover from the front of the bed and 
connect the power harness to the connector on the ECU main harness (Fig 47-48).
Then carefully lift the tonneau cover and position it as far forward as possible without touching the front of the bed. Leave a small gap
between the canister and the front of the bed. Be careful not to pinch the wire harness between the tonneau cover and the bed as it may
get damaged (Fig 49).
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Guide the wires down from the 
outside of the tub to the battery 



INSTALL MOUNT BRACKETSSTEP 8

Fig50

Front

Fig52

Front

Fig54

Fig53

Front

Fig51

Front

Front

Driver Side

(4) 6-1.00mm x 20mm Bolts
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8.1 Insert (4) 6mm t-channel blocks        into the channel on the bottom of the driver side rail and position them above the mounting
points for the mount brackets (Fig 50). 

Identify the driver side front (A)         and rear (B)        mount brackets then Use (4) 6-1.00mm x 20mm T30 Torx Bolts        to 
attach each mount bracket to the bed side and use (2) 6-1.00mm x 16mm T30 Torx Bolts        to attach the mount brackets to the 
t-channel blocks in the side rail (Figs 51-52). 

Slide the support brackets        up and behind the bed rail and mount brackets and attach them using (2) 6-1.00mm x 20mm T30 
Torx Bolts       (Fig 53-54).

Leave all mount bracket hardware loose at this time.

The factory utility brackets removed in STEP 1 can be reinstalled on top of the tonneau cover mount brackets at this time. Repeat 
this process for the passenger side using the passenger side front (C)         and rear (B)       mount brackets.
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Driver side front bracket
(with factory utility bracket)

(2) 6-1.00mm x 16mm Torx Bolts

Bottom of side rails

Rear Bracket
(without factory utility bracket)

Slide the support bracket behind
the sidewall of the truck bed

 (2) 6-1.00mm x 20mm Bolts
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ALIGN THE SIDE RAILSSTEP 9

Fig55

Check that side rails are even

Push down and tighten brackets

C=C

C C

9.1 Insert the included calibration bar into the channel on the inner side of both side rails. Slide the calibration bar along the channels and
check that the distance between the side rails is the same front-to-rear. 

Shift the rear ends of the side rails laterally until the optimum position is achieved, then carefully push down on the end of the side rails 
and tighten the hardware for the rear mount brackets.

Use the calibration bar to double check the distance between the side rails (A & B) and measure the distance between the outside of each 
side rail and the outer edge of the bed to ensure they are positioned centrally (C). This process may need to be repeated a few times until 
all measurements are optimal.

After this has been completed, proceed to tighten the hardware for the center and front brackets, carefully push down on the side rails
above each mount bracket before tightening the hardware. 

As a final check to make sure the tonneau cover will operate smoothly, it can be manually moved through its full range of motion. Pull the 
motor clutch lever up to disengage the motor, then carefully pull on the tonneau cover. If it moves easily with no binding/rough spots, 
proceed with the rest of the installation. If it is difficult to operate or has rough spots, the side rails will need further adjustment until the 
tonneau cover operates smoothly (Fig 55).

POWERED HARD RETRACTABLE TONNEAU COVER 
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INSTALL DRAIN TUBESSTEP 10
10.1 Install the front drain tube adapters       onto the front drain tubes       and tighten using the supplied tube clamps       . Press the 
rubber ring        into the groove in the canister outlet on the bottom of the canister, then screw the drain tube adapter into the threaded mount 
hole on the bottom of the canister. DO NOT over tighten as this may damage the plastic fittings. Route the end of the front drain tubes 
through the holes that were cut into the plastic plug from STEP 2 (Fig 56).

10.2 Slip the end of the rear drain tubes        with the pre-installed tube clamp onto the drain outlet at the end of the side rails (the tube
clamp may need to be loosened to fit over the drain outlet). Route the bottom of the rear drain tubes through the hole near the top of the
bed. Tighten the tube clamp until the drain tubes are snug on the drain outlet, DO NOT over tighten as this may cause damage to the
drain outlet (Figs 57-58).

Fig57 Fig58

Fig56 Front
Canister Outlet

Tube Clamp

Front Drain Tube

Tube Adapter

Rubber Ring
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FINISH INSTALLATIONSTEP 11

11.1 Install the block off panel       on the driver side of the canister. Insert the nub on the top of the block off panel into the slot on the 
motor cover and pull down to hold it in place. Thread the knob       into the bottom hole to lock the block off panel in place (Fig 59).

11.2 Under the hood, locate the positive and negative terminals on the vehicle battery. Carefully install the positive and negative ends of 
the tonneau cover power harness onto the corresponding terminals on the vehicle battery. Once the tonneau cover power harness is 
securely attached to the vehicle battery, place the fuse back into the fuse holder and push the cap down until it is locked in place. Secure 
the wires in the engine bay so they will not get damaged by moving/hot components (Fig 60).

Fig59

Fig60

Double check that all bracket mount hardware is tight.

Ensure that the tonneau cover motor is engaged. If it is still in manual operation mode, push the motor clutch lever down, 
then pull on the end of the tonneau cover until the motor clicks, signifying that it is fully engaged
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The operating range of the remote key fob is 4.5ft from the antenna located near the end of the driver side tonneau cover side rail (Fig 61).

REMOTE CONTROL

Fig61

Remote Key Fob

Push to Close

Push to Open

Push to Stop

Push to Close

Push to Open

Light ON/OFF

Key Fob Lockout

Key Fob Holder for convenient access

Side Rail Mounted Buttons

Antenna

The key fob must be in range of the antenna for the side rail mounted push buttons to operate the tonneau cover

Prior to the first use of the tonneau cover, the self-calibration process must be performed:

Press the Key Fob Lockout button to unlock the key fob, then press and hold the Light On/Off button for 3 seconds to activate the self-calibration 
function.
      When it starts the LED light will flash (2 long, 3 short) to confirm it has entered the self-calibration process. Once the self-calibration has 
      started, DO NOT press any other buttons or interrupt the tonneau cover until the process has completed.
      The tonneau cover will open all the way to learn the fully open position
      After 2 seconds, the tonneau cover will automatically close all the way to learn the fully closed position
      When the self-calibration is complete, the LED light will flash (2 long, 3 short) to confirm that the self-calibration process has been successfully 
      completed

The self-calibration function should be used under the following conditions:
      The first time the tonneau cover is installed and connected to power
      Any time after the tonneau cover has been put into manual operation mode
      Any time it appears the tonneau cover is not fully opening or closing

33
34

4.5ft
within
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COVER FUNCTIONS:
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Tonneau Cover Key Fob Lockout- when the key fob is locked, the buttons on the key fob will not operate the tonneau cover 
until it is unlocked. The push buttons on the driver side tonneau cover side rail will still work as long as the key fob is within 
range

To open the tonneau cover- with the key fob in range, either press the open button on the key fob (must be unlocked) or 
press the open button on the driver side rail
To close the tonneau cover- with the key fob in range, either press the close button on the key fob (must be unlocked) or 
press the close button on the driver side rail

LED Light:

Press key fob lock button- key fob use will be locked/unlocked
The key fob will automatically enter lockout mode after more than 5 minutes without operation
The first time the tonneau cover is connected to power or if it is disconnected from power, the key fob 
will enter its default “locked” status
The ECU will emit a sound to signify the status of the key fob each time the lock/unlock button is pressed

Auto Mode- when the tonneau cover opens, the light will automatically turn on and will stay on for 5 minutes. 
The light will automatically turn off once the tonneau cover is fully closed
Manual Mode- press the light button on the key fob to turn the light on/off. If the key fob is in its “lockout” mode, 
it will only turn the LED light off if it is already on

1 beep- key fob is unlocked
2 beeps- key fob is locked

Intermittent stopping- pressing the stop button at any time the tonneau cover is operating will immediately stop it at its 
current position. Alternatively, pressing the close button while the tonneau cover is opening or pressing the open button 
while the tonneau cover is closing will also stop it at its current position. Tonneau cover movement will resume by pressing 
either the open or close button and will move in the direction corresponding to the button pressed (open or close) independent 
of the initial direction of travel prior to stopping
Anti-pinch Protection- if the tonneau cover detects an obstruction while it is closing, it will stop and back off about 4 inches. 
If an obstruction is detected while opening it will stop at its current location. It will resume operating by pressing either the 
open or close button.
Switching to manual/electric modes- the tonneau cover can be switched between manual and electric operating modes by 
rotating the motor clutch handle up or down, as seen below: (Fig 62) 

Electric Mode

Manual Mode

POWERED HARD RETRACTABLE TONNEAU COVER 
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QUICK CHECKLIST

MAINTENANCE AND CARE

When switching from manual mode to electric mode, the self-calibration process (described previously) must be 
performed prior to normal operation of the tonneau cover

System Status Indication (for repairing and troubleshooting ONLY): This function is used for troubleshooting when there’s 
something wrong with the system and will indicate the status of the system through the flashing of the LED Light. There 
are two different signals of the LED Light, long flash and short flash, the error can be determined through the coding below:

Self-Calibration: start with long flash 2 times, and short flash 3 times; end with long flash 2 times, and 
short flash 3 times
Motor Position Sensor Error: long flash 3 times, and short flash 1 time
High Voltage: long flash 4 times, and short flash 2 times
Low Voltage: long flash 4 times, and short flash 3 times

Check that the side rails are spaced evenly on the bed, and adjust accordingly
Open and close the tonneau cover to ensure that it is operating without rubbing or binding
Open and close the tailgate to check for proper movement
On some models, a better fit with the tailgate may be obtained if the rear of the side rails are adjusted slightly up 
or down
Recheck that all mounting hardware is tight. 

Periodically clean the canister of dirt or debris that may have been collected inside.
Periodically check front and rear drain tubes and clean as needed.
A non-graphite dry lubricant may be sprayed onto the circular track inside the canister to maintain smooth operation of 
the tonneau cover.
Remove any snow or large debris from on top of the tonneau cover before opening.
Clean with mild soap and water only, do not use strong chemicals or cleaners. Do not wax the tonneau cover.
Make sure tonneau cover is closed during car wash and avoid direct contacting electrical components with water.
Periodically check that the tonneau cover is securely attached to the truck bed and that the mount brackets have not 
come loose. Frequent usage of the tonneau cover or vibrations from driving on rough road may cause the tonneau cover 
to require adjustment.
Inspect the remote key fob and replace the battery as needed. The LED light on the key fob will change from green to red 
to indicate low voltage from the battery and that it should be replaced soon.

Indicator LED
Normal Use: Green Light when Key fob 
is activated
Low Battery: Red Light to remind
changing battery cell of the key fob
within 3 months

POWERED HARD RETRACTABLE TONNEAU COVER 
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CANISTER CLEANING PROCEDURE

Make sure the tonneau cover is fully closed

Remove the plastic caps

1

2

Rotate the cover panel up. If sealant was applied to the front rubber seal, carefully rotate the cover to 
prevent damage to the rubber seal.

4

Remove the 5mm x 10mm flat head screws 3

2
3

Fig63

Fig65

Fig66

Fig64
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Clean the canister of any dirt/debris that has 
accumulated inside 

5

Reapply sealant to front rubber seal as needed  7

After cleaning, reinstall the cover panel, 
5mm x 10mm flat head screws, and plastic caps 

6

Fig67

Fig69

Fig68



WARNING AND SAFETY INFORMATION
DO NOT use the truck bed as a passenger compartment. In case of entrapment: Disengage the motor by removing the 
cover panel and lift the clutch release handle upward (front driver side of bed). Pull on the tonneau cover to retract.

DO NOT store or transport volatile materials such as solvents, chemicals, or liquids as fumes may accumulate inside the bed. 

DO NOT allow solvents, chemicals, or oils to come into contact with the tonneau cover. If this happens clean the tonneau cover 
immediately with a mild detergent and water solution.

DO NOT stand/sit or rest heavy objects on the tonneau cover.

DO NOT fill or store volatile liquid containers such as fuel cans while under the tonneau cover.

DO NOT drive the vehicle with the motor clutch disengaged- free moving tonneau cover may move causing injury or damage 
to property while driving

The tonneau cover is designed to be water and dust resistant in the majority of situations, in certain extreme environments 
a certain level of ingress is to be expected. Items that are of high value and are susceptible to water damage should be 
packaged accordingly. Condensation on the underside of the tonneau cover should be expected under certain conditions 
(cool days/nights).

DO NOT subject the tonneau cover to excessive open/close forces. Excessive force may damage internal components, 
replacement of which may not be covered in your warranty

While the tonneau cover has a built in safety feature to prevent damage and injury, you must keep obstructions clear of 
cover during opening/closing
To ensure your tonneau cover continues to operate in a trouble free manner we recommend recalibrating the cover 
every 6 months. This interval may be reduced if you notice any irregularities when opening or closing the cover
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